
 

 

 

  CMP 150/15 CMP 200/15 CMP 150/21 CMP 200/21 CMP 200/26 CMP 200/30 
  CMP 150/15 CMP 200/15 CMP 150/21 CMP 200/2  CMP 200/26 CMP 200/30 

 Code             0001515            0002015  0001521 0002021 0002026   0002030 
 Max. 
operatingpressure 

       150 bar 200 bar 150 bar 200 bar 200 bar 200 bar 

 Flowrate           900 l/h            900 l/h        1260 l/h             1260 l/h  1560 l/h 1800 l/h 
 Input/voltage 4000 W-              

230/400 V~50 Hz  
    5500 W-              

230/400 V~50 Hz  
  5500 W-              230/40  

V~50 Hz 
       7500 W-              
230/400 V~50 H  

               11000 W 
        230/400 V~50 Hz 

11000 W 
230/400 V~50 Hz 

 Motor-driven 
pump type/RPM 

LW CL5- 
        1450 RPM 

     LW CL5- 
    1450 RPM 

            LW CL5-           
1450 RPM 

   LW CL5-           1450 
RPM 

    HAWK GG26/20 S- 
              1450 RPM 

 HAWK GG26/20 S- 
 1450 RPM 

 Max. water input 
temperature 

    40 ˚C       40 ˚C       40 ˚C        40 ˚C 40 ˚C 40 ˚C 

• 30.2511.00 - Spray 
Gun 3/8". 

 

 

• APAALZ09 - High-
pressure lance 1/4". 

 

 

• APBQ142504 - Nozzle 
1/4" 2504. 
 

• APBQ142505 - Nozzle 
1/4" 2505. 
 

• APBQ142506 - Nozzle 
1/4" 2506. 
 

• APBQ142507 - Nozzle 
1/4" 2507. 
 

• APBQ142509 - Nozzle 
1/4" 2509. 

 

 

• R214TLCTL - High-
pressurehose. 

 
 

 

CMP 

• Total Stop Delay (T.S.D.) Optional. 
• Iron with oven-cured epoxy paint or stainless steel casing. 
• Four-pole, electric motor (1450 RPM) 
• Linear pump with three ceramic pistons. 
• Pressure control valve. 
• Pressurehose (10 m), R2A. 
• Cleaning lance (1.2 m). 
• Automaticpressuregun. 
• Steel frame. 

 

PRESSURE 


